10’ 18" FOR 56’ LOCAL STREET

10’ 20’ FOR LOCAL COLLECTOR STREET

12’ 18’

SLOPE 1/4” PER FOOT

6 .

p/

6” COMPACTED NATIVE SUB—GRADE

<—6" E
- BINDER COAT |
2" ASPHALT

2% SLOPE

2" x 6" RWD HEADER BOARD
ON 1/2" STREETS -

4" AGGREGATE BASE
(6 FOR LOCAL COLL.)

SEE NOTE BELOW

STAKE

1/2 SECTION OF LOCAL STREET

6” COMPACTED NATIVE SUB—GRADE -

1/2 SECTION OF COLLECTOR OR ARTERIAL STREET

40', 42°, 47' /50, 53', 55

CONCRETE SURFACE

SEE NOTES BELOW_/

FOR SLOPE REQ.

SEE NOTE @j

\/_ BELOW
STAKE — SEE NOTE BELOW
£

20’

()]
]
<<

al

2% SLOPE
E

AGGREGAT

CONCRETE SURFACE
2" x 6" RWD HEADER —

3” ASPHALT
(3.5" ON ARTERIALS)
—
6” COMPACTED NATIVE SUB—GRADE

8" FOR 80" R/W

20’

10" FOR OTHERS

——BINDER COAT
3" MIN. (3.5" ON ARTERIALS)

ASPHALT CONCRETE SURFACE
2% SLOPE

—=—1 30"

| —

2” x 6" RWD HEADER
6" AGGREGATE BASE MIN.

NOTES:

1.

2
3
4
)

TRANSITIONS SHALL BE APPROPRIATE TO THE DESIGN

OTE BELOW
SEE NOTES BELOW—/

wZ

SPEED OF THE STREET BOTH VERTICALLY AND HORIZONTALLY.

. TRANSITION SLOPE ALONG THE STREET SHALL BE A

MAX. 2% GRADE DIFFERENCE. (TEMPORARY)

. TRANSITION SLOPE ACROSS THE STREET SHALL BE A MAX.

SLOPE OF 5%. (TEMPORARY)

. TRANSITION SHALL BE 2"A.C. MIN. (TEMPORARY)
. THE STRUCTURAL SECTIONS SHOWN ARE DESIGN MINIMUMS.

FIELD CONDITIONS MAY REQUIRE GREATER THICKNESS OF
STRUCTURAL SECTION. ALTERNATE "THICK LIFT” PAVING
MAY BE APPPROVED THE ENGINEER.

PRES. TREATED LUMBER HEADER SHALL BE STAKED WITH
2"x4"x18" POINTED STAKE AT 4’ 0.C.

WHERE NO SIDEWALK IS CONSTRUCTED, FINISHED GRADE
SHALL BE 2% FROM BACK OF CURB TO PROPERTY LINE.
WHEN A BIKE LANE IS REQUIRED WITHIN THE STREET
RIGHT-OF—-WAY, BOTH THE RIGHT—OF—WAY AND PAVEMENT
SHALL BE INCREASED BY 10’ TO PROVIDE FOR A 5 BIKE
LANE ON EACH SIDE OF THE STREET.

. THE CLASS OF STREET SHALL DETERMINE THE

TRAFFIC INDEX USED FOR DESIGN.

|8' or 10’ VARIABLE |

30" VARIABLE
SERVICE ROAD

|<-6

BINDER COAT

L10' VARIABLE
| 4

o

FILL WITH MIN. OF 12f*
OF CLEAN TOP SOIL |4

TN AND LEVEL TO 3" |/

{,® BELOW TOP OF CURB.F'T
FILL BEFORE
PREPARATION OF
SUB-BASE

BINDER COAT:

6” COMPACTED NATIVE SUB—GRADE

2" ASPHALT CONCRETE SURFACE
1/2 SECTION OF ARTERIAL OR COLLECTOR STREET WITH SERVICE ROAD

STREET CONSTRUCTION REQUIREMENTS

(MINIMUMS)

REF.
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